*CFR — Code of Federal Regulations http://www.ecfr.gov/cgi-bin/text-idx?SID=42685tbfit50015362d233e...

4 of 11

4 Back to Top
§60.253 Standards for pneumatic coal-cleaning equipment.

(a) On and after the date on which the performance test is conducted or required to be completed under §60.8,
whichever date comes first, an owner or operator of pneumatic coal-cleaning equipment constructed, reconstructed, or
modified on or before April 28, 2008, must meet the requirements of paragraphs (a)(1) and (a)(2) of this section.

(1) The owner or operator must not cause to be discharged into the atmosphere from the pneumatic coal-cleaning
equipment any gases that contain PM in excess of 0.040 g/dscm (0.017 gr/dscf); and

(2) The owner or operator must not cause to be discharged into the atmosphere from the pneumatic coal-cleaning
equipment any gases that exhibit 10 percent opacity or greater.

(b) On and after the date on which the performance test is conducted or required to be completed under §60.8,
whichever date comes first, an owner or operator of pneumatic coal-cleaning equipment constructed, reconstructed, or
modified after April 28, 2008, must meet the requirements in paragraphs (b)(1) and (b)(2) of this section.

(1) The owner of operator must not cause to be discharged into the atmosphere from the pneumatic coal-cleaning
equipment any gases that contain PM in excess or 0.023 g/dscm (0.010 gr/dscf); and

(2) The owner or operator must not cause to be discharged into the atmosphere from the pneumatic coal-cleaning
equipment any gases that exhibit greater than 5 percent opacity.
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§60.254 ' Standards for coal processing and conveying equipment, coal storage systems, transfer and loading
systems, and open storage piles.

(a) On and after the date on which the performance test is conducted or required to be completed under §60.8,
whichever date comes first, an owner or operator shall not cause to be discharged into the atmosphere from any coal
processing and conveying equipment, coal storage system, or coal transfer and loading system processing coal
constructed, reconstructed, or modified on or before April 28, 2008, gases which exhibit 20 percent opacity or greater.

(b) On and after the date on which the performance test is conducted or required to be completed under §60.8,
whichever date comes first, an owner or operator of any coal processing and conveying equipment, coal storage system, or
coal transfer and loading system processing coal constructed, reconstructed, or modified after April 28, 2008, must meet the
requirements in paragraphs (b)(1) through (3) of this section, as applicable to the affected facility.

(1) Except as provided in paragraph (b)(3) of this section, the owner or operator must not cause to be discharged into
the atmosphere from the affected facility any gases which exhibit 10 percent opacity or greater.

(2) The owner or operator must not cause to be discharged into the atmosphere from any mechanical vent on an
affected facility gases which contain particulate matter in excess of 0.023 g/dscm (0.010 gr/dscf).

(3) Equipment used in the loading, unloading, and conveying operations of open storage piles are not subject to the
opagity limitations of paragraph (b)(1) of this section.

(c) The owner or operator of an open storage pile, which includes the equipment used in the loading, unloading, and
conveying operations of the affected facility, constructed, reconstructed, or modified after May 27, 2009, must prepare and
operate in accordance with a submitted fugitive coal dust emissions control plan thatis ap propriate for the site conditions as
specified in paragraphs (c)(1) through (6) of this section.

(1) The fugitive coal dust emissions control plan must identify and describe the control measures the owner or operator
will use to minimize fugitive coal dust emissions from each open storage pile.

(2) For open coal storage piles, the fugitive coal dust emissions control plan must require that one or more of the
following control measures be used to minimize to the greatest extent practicable fugitive coal dust: Locating the source
inside a partial enclosure, installing and operating a water spray or fogging system, applying appropriate chemical dust
suppression agents on the source (when the provisions of parag raph (c)(6) of this section are met), use of a wind barrier,
compaction, or use of a vegetative cover. The owner or operator must select, for inclusion in the fugitive coal dust emissions
control plan, the control measure or measures listed in this paragraph that are most appropriate for site conditions. The plan
must also explain how the measure or measures selected are applicable and appropriate for site conditions. In addition, the
plan must be revised as needed to reflect any changing conditions at the source.

(3) Any owner or operator of an affected facility that is required to have a fugitive coal dust emissions control plan may
petition the Administrator to approve, for inclusion in the plan for the affected facility, alternative control measures other than
those specified in paragraph (c)(2) of this section as specified in paragraphs (c)(3)(i) through (iv) of this section.

(i) The petition must include a description of the alternative control measures, a copy of the fugitive coal dust emissions
control plan for the affected facility that includes the alternative control measures, and information sufficient for EPA to
evaluate the demonstrations required by paragraph (c)(3)(ii) of this section.

(i) The owner or operator must either demonstrate that the fugitive coal dust emissions control plan that includes the
alternate control measures will provide equivalent overall environmental protection or demonstrate that it is either
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